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Examination of Icing Induced Loss of Control and Its Mitigations

Andrew L. Reehorst, Harold E. Addy, Jr., and Renato O. Colantonio
National Aeronautics and Space Administration
Glenn Research Center
Cleveland, Ohio 44135

Abstract

Factors external to the aircraft are often a significant causal factor in loss of control (LOC) accidents.
In today’s aviation world, very few accidents stem from a single cause and typically have a number of
causal factors that culminate in a LOC accident. Very often the “trigger” that initiates an accident
sequence is an external environment factor. In a recent NASA statistical analysis of LOC accidents,
aircraft icing was shown to be the most common external environmental LOC causal factor for scheduled
operations. When investigating LOC accident or incidents aircraft icing causal factors can be categorized
into groups of 1) in-flight encounter with super-cooled liquid water clouds, 2) take-off with ice
contamination, or 3) in-flight encounter with high concentrations of ice crystals. As with other flight
hazards, icing induced LOC accidents can be prevented through avoidance, detection, and recovery
mitigations. For icing hazards, avoidance can take the form of avoiding flight into icing conditions or
avoiding the hazard of icing by making the aircraft tolerant to icing conditions. Icing detection mitigations
can take the form of detecting icing conditions or detecting early performance degradation caused by
icing. Recovery from icing induced LOC requires flight crew or automated systems capable of accounting
for reduced aircraft performance and degraded control authority during the recovery maneuvers. In this
report we review the icing induced LOC accident mitigations defined in a recent LOC study and for each
mitigation describe a research topic required to enable or strengthen the mitigation. Many of these
research topics are already included in ongoing or planned NASA icing research activities or are being
addressed by members of the icing research community. These research activities are described and the
status of the ongoing or planned research to address the technology needs is discussed.

Introduction

Loss of Control Study

In July of 2009, Dr. Amy Pritchett, the NASA Aviation Safety Program (AvSP) Program Director,
initiated a study of the fundamental research required to address aircraft loss of control. The study team
was chartered to “identify and prioritize the most important research activities needed to address the loss
of control problem, considering research relevant to helping avoid loss of control situations in the first
place, detect them if they should occur, and then safely recover from them (automatically or manually)”
(Pritchett). The team was further directed to examine LOC from both a short-term and long-term
perspective, identifying research activities that could have rapid impact as well as those that address the
evolving nature of aviation, such as NextGen airspace concepts and emerging advanced flight
technologies.

A team of seven members from four NASA research centers interviewed subject matter experts and
reviewed loss of control accident reports, previous LOC studies, and statistical analyses. Based upon
these investigations and experience in the related research topic areas, the team then developed a list of
key mitigations and related research topics, and published a findings and recommendations document
(Jacobson).
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Aircraft Icing as a Loss of Control Trigger

“Loss of control includes significant, unintended departure of the aircraft from controlled flight, the
operational flight envelope, or usual flight attitudes, including ground events” (Jacobson). Factors
external to the aircraft are often a significant causal factor in loss of control accidents. In today’s aviation
world, very few accidents have a single cause, but rather a number of causal factors must be lined up to
cause a loss of control accident. Very often the “trigger” that initiates an accident sequence is an external
environmental factor.

Arguably, the most significant environmental hazard for triggering LOC accidents is icing. Based
upon a review of National Transportation Safety Board (NTSB), Federal Aviation Administration (FAA),
and NASA database information (Reveley), icing was a causal factor in 54 percent of Part 121 and
scheduled Part 135 LOC accidents (out of a total of 40), 27 percent of unscheduled Part 135 LOC
accidents (out of a total of 159), and 6 percent of Part 91 LOC accidents (out of a total of 4287) Note: Our
definition of icing as a causal factor includes the “WX — Icing”, “Inadequate Ice/Frost Removal”, and a
portion of “WX - Snow/Rain” Causal Factors from the Reveley report.

By its very nature, icing can induce a LOC accident by way of many paths. For example: a severe ice
accretion can cause such drastic aerodynamic degradation that the aircraft becomes uncontrollable; icing
can cause a drag increase such that an inattentive flight crew lets the speed degrade to wing stall; or an ice
accretion can limit control effectiveness so that in an emergency maneuver the aircraft becomes
uncontrollable. While all of these accident scenarios would play out very differently, they can all be
described as being triggered by the aircraft’s initial encounter with atmospheric icing conditions.

Just as the icing environmental trigger can cause different accident scenarios, the resultant loss of
control accident could be prevented through several potential mitigations. The icing environment can
ideally be completely avoided. Since avoidance results in the lowest potential for harm to the aircraft its
crew and passengers, it is the preferred option. However, avoidance is often impractical and rarely
100 percent effective, with inadvertent exposure always a possibility, so reliance on either ice protection
(avoidance of the icing hazard by designing in robustness) or early detection and exit are the next best
strategies. If both the avoidance and detection options are missed, the final possible mitigation to prevent
a loss of control accident is recovery. Since the level of risk increases as a potential accident scenario
plays out and the number of potential mitigations correspondingly decreases, the earlier a loss of control
causal factor is mitigated, the better. Therefore, the avoidance mitigations are almost always preferred
over detection and recovery. Accordingly, research to enable avoidance mitigations (avoiding the icing
conditions completely or avoiding the icing hazard through ice protection technologies) should in general
be favored over those of detection and recovery where other factors are equal. Similarly, detection
mitigation related research should be favored over that required for recovery mitigations. Other factors to
be considered in prioritizing research include such things as probability of success, expected time to
implementation, and cost and likelihood of implementation.

For the text that follows, the avoidance, detection, and recovery mitigations will be further refined to
explain exactly what is being avoided, detected, or recovered from. For example, when icing causes a loss
of airspeed leading to loss of control we can avoid the icing conditions altogether or we can make the
aircraft tolerant of ice (with an appropriate ice protection system). Both mitigations avoid the hazard, but
are very different from one another. Similarly, we can detect the ice accretion or we can detect the
resulting low airspeed condition.

Icing Causal Factors

The loss of control causal factor of icing is actually made up of several different hazards that lead to
accidents:

1. Inflight ice accretion that causes aircraft performance degradation and a subsequent LOC.
Icing build up on an aircraft will lead to increased drag, which slows the vehicle or requires an
increase in thrust to maintain speed. Additionally, ice accretion on wing surfaces leads to an
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increase in the stall speed and a reduction in stall angle-of-attack. The combination of these
factors can lead to an unintentional stall upset.

2. Attempted takeoff with snow and ice that built up while the aircraft was on the ground that
prevents the aircraft from achieving sufficient flight speeds. During ground operations snow
and ice can accumulate on aircraft surfaces quickly resulting in an unsafe condition for takeoff.
Ground ice contamination may occur after the airplane has already been de-iced and the crew is
confident that their vehicle is flight worthy. Ground ice contamination is fundamentally different
than that accreted inflight. The contamination can be located anywhere on the airframe and may
or may not be actually adhering to the surface.

3. Ice accretions cause flight control difficulties due to degraded aerodynamics over the flight
control surfaces. Surfaces may lose control effectiveness or have nonlinear dynamics
characteristics leading to a vehicle that is difficult or impossible to manually control.

4. Engine ingestion of shed ice, ingestion of high levels of ice crystals, or carburetor icing can
cause power loss and asymmetric thrust leading to LOC. There are many examples in the
accident databases that describe loss of control events following propulsion system failure. While
often not directly causing loss of control, propulsion system failure is often the “trigger” event.
The actual loss of control can be caused by asymmetric thrust, insufficient airspeed, flight crew
distraction, or several other causal factors.

5. Either inflight or ground icing can cause complete airdata system failure when the pitot or
static pressure ports become blocked. A number of recent accidents may be attributed to false
airspeed and altitude measurements due to blockage of the air data ports.

Some form of icing causes each of these hazards, but each hazard is unique and generally requires a
different form of mitigation. Historically icing has been considered primarily an inflight aircraft
performance issue. However, a review of the accident databases reveals that all forms of the icing hazard
occur with alarming frequency. Table 1 provides accident references for each of these icing hazard
categories.

TABLE 1.—CATEGORIES OF ICING FLIGHT HAZARDS AND
EXAMPLE ACCIDENT INFORMATION

Category of icing Accident identification information
Site Aircraft Year
Inflight icing induced airspeed Buffalo, NY DHC-8 2009
loss below stall speed Santa Maria, CA Saab 340 2006
Pueblo, CO Cessna 560 2005
Moscow, Russia Cessna 206 2005
West Palm, FL EMB-120 2001
Monroe, MI EMB-120 1997
Takeoff with snow and ice Montrose, CO CL-600 2004
contamination Baotou, China CRJ-200 2004
Flushing, NY F-28 1992
Cleveland, OH DC-9 1991
Denver, CO DC-9 1987
Flight control difficulties caused Roselawn, IN ATR-72 1994
by ice contamination induced Beckley, WV Jetstream 31 1991
aerodynamic disruption Stockholm, Sweden Vickers Viscount 1977
Propulsion system degradation Wichita Falls, TX Champion 2008
caused by engine ingestion of Ft. Yukon, AK Cessna 550 2005
shed ice, ingestion of high levels Machiques, Venezuela MD-82 2005
of ice crystals, or carburetor Sarasota, FL Beechjet 400 2004
icing Gottora, Sweden MD-81 1991
Air data system failure caused by Kagoshima, Japan A330 2009
ice blockage Wellsville, MO PA-46 2007
Union Star, MO B-717 2005
Flushing, NY MD-82 1994
Washington, DC B-737 1982
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Mitigating the Aircraft Icing Hazard

To some degree, each of these icing hazards can be mitigated through avoidance, detection, and
recovery. Some mitigations, such as the avoidance of icing conditions through the use of improved
weather information, can be applicable to all forms of icing hazard. While other mitigations, such as the
detection of air data system ice blockage, are very specific to a particular icing hazard. Table 2 provides a
detailed listing of the icing hazards, mitigations, and associated research topics developed during the
NASA LOC Study. In general the mitigations can be broken down into the following areas:

1.

Avoidance of icing conditions (inflight supercooled liquid or ice crystals, or ground level freezing
or frozen precipitation) or icing-conducive weather through the use of improved weather
information. The improved weather knowledge can be a result of improved icing nowcast and
forecast products or the use of remote airborne or ground-based icing weather sensors.

Avoidance of icing conditions with enhanced training. Whether it be for the flightcrew, airline
dispatchers, or air traffic controllers, enhanced knowledge of the icing environment, its impact to
aircraft, and methods for avoidance would help mitigate the risk of icing accidents by allowing
better go/no-go and routing decisions.

Avoidance of icing induced performance and controllability degradation by making aircraft more
icing tolerant. Through their design and equipage, modern commercial aircraft can today safely
operate in a wide range of known icing conditions. Through the use of improved empirical and
computational design methods and advanced ice protections technologies, existing aircraft types
can be manufactured to be tolerant of greater levels of icing severity, and new, emerging aircraft
technologies can be engineered to be ice tolerant earlier in the design process. The flight control
system can be designed to be more tolerant of ice contamination and be capable of adapting itself
to changing control authority and envelope limits. Also, the design standards can be improved as
we gain a better understanding of the range of icing conditions that can be encountered. As global
route coverage expands and the volume of traffic increases rare and geographically specific icing
conditions must be accounted for to maximize fleet safety.

Detection of ice build-up with sensor systems. The various forms of icing hazard require different
forms of instrumentation due to the nature of their ice accretion (inflight icing primarily needs
very sensitive detection with leading edge coverage, ground icing requires detection with entire
airframe coverage, engine icing requires detection in very small, possibly rotating locations, and
airdata icing detection requires quick detection of port or line blockage). All forms of detection
must also be annunciated to the flightcrew in an unambiguous manner that does not cause
unnecessary workload. If icing is detected by one aircraft, that information can be shared with the
airspace system to allow avoidance by others.

Detection of abnormal flight conditions (current or impending low energy or reduced control
effectiveness). While this is not an icing-specific mitigation, it is included here for completeness.
Either through automated sensor systems, or enhanced pilot training, the detection of abnormal
low speed, deceleration, or control authority caused by icing is a powerful mitigation to avoid
icing related accidents. Many accidents are in part the result of the flightcrews’ lack of awareness
of the state of their aircraft. This information could allow flightcrews or automated systems to
properly adapt to the actual (not ideal) condition of their aircraft.

Recovery from icing induced upsets. By using either automated systems or enhanced pilot
training, most icing related accidents could be avoided if the proper recovery maneuver/technique
were utilized. This is technically difficult since it requires properly recognizing the complete state
of the aircraft (upset cause, aircraft configuration, aircraft energy, propulsion capability, and
existing control authority) and then properly executing the appropriate recovery
maneuver/technique. For manual recovery, this may also require additional pilot training, which
in turn may require high fidelity post-stall flight simulation.

NASA/TM—2010-216912 4



*A3o[ouyoa) uoreWIO I IAYIeaM Surdl punoid daorduy

HOMQOH [OoIeasdy

.mHOB—UO.HQ 1SBJ3I0J pue JSedmou Iayjeam
paaoxdwr Jo asn oy} [HIM UOTRUTWERIUOD
M JJ0 93y SUIPIOAY :(PIOAY) UOLESHIN

‘UOIIRUIIIRIUO0D 991 Juim SULISYPE JO UOnIAIQ

:01do} yoIBasay

‘Ixe) uLInp Jo 93e3 Ay Je 91 pue
mous Juraype 3unodlep Aq UOHBUIWIBIUOD
1M JJOd3E) SUIPIOAY :(PIOAY) UOHESIIA

punoi3 oy
uo dn pymnq 901 pue
MOUS )M JJOONR],

"so13010UY09) A10A0031 [[e3S orewoIne dojoadq

:01do} yoreasoy

‘[1e1s SuIm pojeuItueIuod Woij
KI9A0031 pajewio)Ny :(I9A029Y]) UoneIHIA

SOA
‘Sururen) 1940091 [[e3s Suim pajeurwreiuod dojaas :01doj yoreasoy]
‘[1e3S SuIm PIjeUIuBIUOD WOL) AIOA0IIT
SO "SSUIM pajeUTWRIUO0D 991 10 S[apowt o1weuAp 3y dojoad( :01doy yoreasay Pa1[01U0d M3I0 IYSI[ :(19A009Y) UOnE3ININ
‘uonIpuod paads mo[ snopiezey Jurpuadur Jo
‘syonpoid 3ururen uoniudooar paads mo] dojoad( :01doy yoreasay uonIug0991 Ma10 WYSI :(30939Q) UOLBINIAN
"uonIpuod paads-mo]| snoprezey surpuaduur
‘sa13ojouyo9) Jururem poads-mol paaoxdur dojaad( :o1doy yoreasay JO u0139919p pajewrony :(319919() UonRININ
"U01121008 0]
*$1039910p UONIPuO0d Jurdl pue 391 JO Judwdo[aAd(] :91do) yoreasay JO uonoa1ep parewomy :(39919(]) uoneIIIN
‘SpIepue)s Uones1J1Iad Jo judwoordur
9} ySnoIy) JueId[0) Surol Jerolre Sunjewt
“JUSTUUOIIAUS SUIJT A} JO UONRZLIDIIRIRYY) :01d0] [oIBasay £q DO'T SuIproAy :(proAy) uone3nIN
"sa130[0uL99) U01399301d 991 paroidwir Jo
asn oy} y3no1y) jueId[o) SuIdr yeroire Sunjewr
‘sa130[0ut99} uonajoid 991 doueApe urdo[ora( :01doy yoreasay £q DOT 3uIp1oAy :(proay) uonesnipn
“BLI0)LIO UONJEIIJI}IO0 UMOUY 10] S[00}
uJ1sop reorndwo paseq-oseqelep [eIuowWLIddX
M JUBIS0} FUIOI JeIolre Suryewt
SO ‘saseqejep Surol [eyuswnadxo Surdojoas( :01do} yoreasoy £q DT Suiproay :(proay) uone3nin
“BLIDJLIO UOI)BIIJI}IDD
umouy 10j s[{oo} ugisap uonenduwod
IIM JUBID[0) SuId1 JYelddre Sunjewt
SO ‘51003 ud1sop Furdr jeuonendwod Jurdo[aad( :01doy yoreasay £q DOT 3uIp1oAy :(proay) uonesnipn
‘Sururen) paouBYU )M SUOIPUOD
sjuowa]d euonerado [re 10y syonpoid Sururen 3uror dojoaa( :01doy yoreasay Suro1 SUIp10AY :(PIOAY) UOIBIIIA
“spIezey JYSIJ SII JO UOIIBZLIDORIRYD "SIOSUQS I9(JBOM
9y} puE SUONIPUOD FUIOI JO JUSUIAINSEIUW PUL UOIIIIOP A} 10 SUuIo1 9)OWRI JO SN A} YIIM SUOIIPUOD
SO sunyjLo3[e pue SIOSUIS duroqire pue punois Jo juswdoroad :91do) Yoreasay Suror SuIp1oAy :(PIOAY) UoLeININ paads [e1s
‘s1onpoid }Sed010] PUE 1SEOMOU M0[3q sso[ paadsire
‘swLose (d1q) 1onpoid Ioyjeam pasoxdur Jo asn oy} YIm SuonIpuod | peonpul Suror JySrgur
Su1o] 3580210, pue (d1D) 1onpold Jurd uarn)) saoxduwy :01doj yoreasay Suro1 SUIp1oAY :(PIOAY) UOIBIIIA
{UoTeISaI
VSVN uamn) so1doy yoreasoy uone3nIN 10308} [esne))

(NOSFOOVI INO¥A) HOYVASTY AHANININODTY A0 AAVINIANS ‘AIVZVH DNIDI—'C 471dV.L

NASA/TM—2010-216912



SOA

“BIED I1B PIBWINS? 159q op1aoid 03 sar3ojouyoa | :01do} yoreasay]

‘A3010u109) U0NOAAP 23ex00[q e1ep e do[aad( :01do} yoredsay

-03e00[q WAISKS
BIED IR JO U0NIo(J :(30919(1) uonesniN

J3eyd01q
991 JO 9sNeddq
qIn[re] wolsAs eyep Iy

‘Sururen 1040091 pue ssouateme DM [H dooas :01doy yoreasoy]

"$1093J9 JUIFUS Paonpur M TH UM [edp
pue 9z1ugooar 03 Sururen jo[id ym danjrey
QUISUS WOIJ JOA0IY :(19A029Y) UONBININ

SO A

*A3o1ouyoa) 1030939p 991 durdus dojaad(] :01do} yoreasay

‘saurdu? uneooidioal pue Sunelol
ur dnpying 291 30939 :(39930(]) UOnESIIN

SOA

‘A3o10uyo33 uondAOp DMIH dojaas( :01doy yoreasay

SuonIpuod DMIH 10919 :(39932Q) uonesnIN

SO X

'so1sAyd 001 A1ouryorwoqing [ejuswepun, :01doj yoreasay

*SUOT)OBISJUT
K1dumgorwoqIny/H M H Jo Surpueisiopun
191399 M ISNQOI IO SAUISUS Sunyewr

Aq an[rej ouIduo proAy :(proay) uone3nin

SOA

‘sudredwres Y31} uonezdveIeyd HMIH :91do) yoressay

“JUSWUOIIAUL DMH U3
Surpuejsiopun Aq 3snqol a1ow saUISUd Juryew
Aq amy[rej ouIdud pIoAY :(PIoAY) uonesnipn

SO X

“aseqejep Suror aurduo [eyuswadxs dojaaa( :01doy yoreasay

'S]00}
u31sap [eorndwo paseq eyep [ejuowLIddxd
M JSNQOI AIOW SAUISUD Sunyewr

Aq an[rej ouIduo proAy :(proay) uone3nin

SOA

*sop0d ug1sap Suror durdud paoueape dojaad( :01do} yoreasay

*$]00) uSIsop [euonenduwod
UM ISnqol 210w SAuI3ud Juryewr
Aq amy[rej ouIdud pIoAY :(PIoAY) uonesnipn

SOA

‘A3010uy09) Jursuas ajowar DM IH dojead( :01doy yoreasay

‘SIOSUDS J9YjeaM 910w JO asn
oy yiM DMIH PIOAY :(PIoAY) uonesuIn

SO A

.mo.DUMQSOOu 1Sed210]J pue jsedomou HMIH Qo_o\wog HQMQOH [OIeasdy

.wHoEuo.a 1SeJ3l0J pue jsedmou
J9U3eaM JO 9sn Yum (DM IH) suonIpuo)
1231 A\ 99 YSIH PIOAY :(PIOAY) UOHEIHIN

“Suror J1030InQ 1LY
0} SATONPUOD SUONIPUOD JO UTeM 0) Swd)sAs dofoad( :01do) yoreosay

.wnwoﬂ J1032IngJIed 0} SAIdNPUOI
SUONIPUOO PIOAY :(PIOAY) UONESII

uonsogur

10 UOIJBUIUWIBIUOD

901 Woyy

JInjrej 10 uonepeI3op
wolsAs uorsyndoig

*JOJIUOW SSOUAATIIYJS [01u00 JyS1jy dojeas( :o1doy yoreasay

"UO1}0I00E 901 AQ PIsNEd SSAUSANIYIS [0UOD
o ur a3ueyd Funod( :(39912) uoneInIN

SOA

‘sjonuod Jy31J aandepe dojoas :01doy yoreasoy

‘ug3Isap
WoISAS [013u00 pasoxduwr ym swajqord
[0u0 Y3y SUIPIOAY :(PIOAY) UONESIIN

uondnisip
OIwBUApOIoR PAdnpul
UONRUTWEIUOD 01

Aq pasned sannoIIp
[013u00 W31

*sso[ ooueuIoj1od paonpur
UOIBUIIEIUO0D SUNEWNSS J0J SWoISAS Jo juowrdo[aad( :91doy yoreasay

"JJ0aye) 910J9q
$SO0[ 9oueWLI0}10d PaoNpUI UOBUIIRIUOD
JO uonaR( :(30939Q) UOnLSUIA

{YoIeasar
VSVN ULy

so1do) yoreasoy

uonesnIN

J10)oe] [esne))

PIPOPUOD—T ATIV.L

NASA/TM—2010-216912



NASA Aircraft Icing Research

For more than 30 years, NASA has conducted and sponsored fundamental and applied research
related to aircraft icing. The research addresses icing causes, effects, and mitigations. Historically, NASA
has expended its greatest research efforts in the development of ice accretion simulation computer
programs. The LEWICE codes (2-D and 3-D versions are available) are widely recognized as the
standard for the modeling of inflight ice accretion on aircraft surfaces. Part of what has made these codes
so widely used and recognized is that NASA has spent a great deal of effort validating the codes through
experimental testing. NASA is also widely known for its ground icing facility, the Icing Research Tunnel
(IRT). The IRT was originally built to answer icing questions that arose during World War 11, but over the
last 25 years has been continuously updated with new heat exchanger, fan drive, control, and data
acquisition systems and is the busiest wind tunnel within NASA.

Building upon the strengths of its ice accretion modeling and ground testing capability, NASA has
developed a broad portfolio of icing related research activities that address icing causes, effects, and
mitigations. Using the LOC vocabulary, NASA Icing Research has elements addressing the avoidance,
detection, and recovery from inflight icing hazards for many of the possible forms of icing hazard
including inflight encounter with super-cooled cloud, with super-cooled larger droplet (SLD) conditions,
and with high ice-water-content conditions, and is addressing the resultant aircraft loss of performance,
loss of controllability and stability, loss of thrust, and loss of airdata systems. We will maintain the focus
on avoidance, detection, and recovery mitigations by using these major elements.

NASA Icing Avoidance Research Elements

1. Avoidance of icing conditions with the use of improved weather information. By providing
accurate and timely icing weather to the flight crew and other members of the aviation community
(such as dispatch, air traffic control, and airport operations), icing condition encounters can be
completely avoided. The two primary means of proving improved icing weather information is to
develop new weather product and new sensor systems.

a. Weather product development. The current state-of-the-art FAA-approved inflight icing
weather products were developed outside of NASA, but with NASA support through
collaborative flight test activities. Most recently, NASA flight test efforts focused on SLD
produced excellent collaborative opportunities with the weather product developers. The flight
test crews at NASA Glenn Research Center (GRC) and the modeling experts at the National
Center for Atmospheric Research (NCAR) collaborated so that NCAR gained in-situ validation
data while the flight crews received real-time weather guidance to help locate the most intense
weather conditions. Over the past several years NASA has also expanded its role by leveraging
earth observing satellite expertise towards aviation needs, including inflight icing detection. The
NASA Langley Research Center (LaRC) Science Directorate is refining satellite visible and IR
data channel analysis to produce high-resolution imagery-based icing products. When fully
developed and validated, these weather products will provide much better guidance for the
aviation community to strategically avoid areas of icing hazard while still in the flight planning
phase. Currently planned flight campaigns into cruise-altitude high-concentration ice crystal
environments will serve to provide the first systematic characterization effort of this potential
flight hazard. Part of the flight campaign science plan objectives is to provide data for the future
development of forecast products.

b. Remote sensor system development. Over the past several years, NASA GRC has developed a
ground-based remote sensing technology for detecting and measuring the icing environment aloft.
By combining microwave radiometers, weather radar, and lidar ceilometers, the NASA Icing
Remote Sensing System (NIRSS) is able to produce vertical profiles of icing hazards directly
above the ground instrumentation site that has been demonstrated to compare well with aircraft-
based measurements. Leveraging Small Business Innovation Research (SBIR) Program funding,
icing remote sensing technology is being extended into volume ground scanning and airborne,
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forward-looking systems. While the improved weather products described above will allow icing
avoidance in the planning phase, these remote sensing instrument systems will provide flight
crews the needed information for tactical rerouting during flights. As with the weather product
development element, the planned flight campaigns into cruise-altitude high-concentration ice
crystal environments will also contain a remote sensing research effort to provide guidance for
the remote identification of this flight hazard.

Avoiding icing conditions with enhanced training. In the past, NASA produced a series of pilot

training products that have been widely praised and utilized. These training products were developed

using NASA’s unique mix of multimedia development, behavioral research, and icing research skills
and expertise at NASA GRC, LaRC, and Ames Research Center (ARC). NASA is currently pursuing

a new level of cooperative training product development with the FAA targeting Designated

Engineering Representative (DER) personnel, airline dispatchers, and other members of the aviation

community that have not received targeted icing training in the past. This form of training will

strengthen the decision making process related to icing hazard reduction during aircraft certification
and flight planning.

Avoidance of icing triggered LOC by making aircraft icing tolerant with advanced design tools.

By providing aircraft designers with improved design tools, aircraft can be manufactured that have

greater tolerance for flight into icing conditions. The needed tools include improved ice accretion

simulation for airframes and engines, improved modeling of the impact of these ice accretions on the
performance and operation of aircraft and its engines, and the modeling of the impact of ice accretion
on the control of aircraft. The development of these tools would allow the mitigation of avoiding
icing hazards (that would otherwise lead to LOC situations) at the aircraft design phase.

a. Ice accretion simulation tools (airframe and engine). Historically, this has been the heart of the
NASA GRC icing research program. The LEWICE family of programs (2—D and 3-D) is the
internationally recognized standard for computational ice accretion simulation. These programs
are used by aircraft and component designers to define the requirements for aircraft ice protection
systems.

b. Iced aircraft performance tools (airframe and engine). Besides the modeling of the ice
accretion process, aircraft designers also need to know the impact of ice accretions on the
performance and operation of their aircraft and systems.

c. Control system design tools. If adequately modeled, the impact of ice accretions on the control
systems of an aircraft would also allow aircraft manufacturers to design flight control systems
that can appropriately adapt to control surfaces that are degraded due to ice contamination.

d. Validation databases. A robust experimental effort is required to provide the knowledge to
appropriately model the ice accretion, performance, and control of aircraft in atmospheric icing
conditions. These experimental capabilities are needed to range from very fine scale examinations
of specific physical processes up to multicomponent interactions required to model full aircraft
geometries. Besides their use for knowledge development, they are also required for validation of
completed tools. These databases can also be used on their own to develop empirical rules and
tools that are often extremely valuable to designers.

NASA Icing Detection Research Elements

1.

Detection of icing conditions. A significant part of the NASA Aircraft Icing research effort is in the
understanding, development, and use of advanced instrumentation required to characterize flight and
ground simulation icing environments. This NASA capability is most often utilized by industry in the
certification testing of aircraft icing protection systems and has been suggested for use as part of fleet
operations. Besides in-house activities, NASA has supported commercial development of several
icing environment instrumentation systems through the NASA’s Small Business Innovation Research
(SBIR) Program.
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2. Detection of ice accretions. NASA has traditionally supported the development of ice accretion
detectors through the SBIR Program. The new engine icing research activity contains in-house efforts
for developing miniature ice detectors that can be used within the harsh, high-g environment of
rotating turbomachinery.

3. Detection of air data system blockage. Very recently, NASA initiated an SBIR research activity
with a commercial firm to develop technologies that would allow the inflight detection of imminent
air-data system failure caused by ice blockage.

NASA Icing Recovery Research Elements

1. Automated recovery from LOC with contaminated surfaces. As part of the Aviation Safety
Program, Integrated Resilient Aircraft Control Project, NASA has been developing the fundamental
knowledge and technologies required to automatically adapt flight controls to account for the effects
of ice contamination. This adaptive control capability is a key element in the development of systems
that would allow the automated LOC recovery with ice contaminated surfaces.

2. Crew controlled recovery from LOC with contaminated surfaces. NASA has also completed
extensive research and development into crew-controlled recovery of several forms of ice
contamination LOC, including wing stall and tail stall. As part of this effort, NASA GRC has
developed a portable flight simulator with control force feedback to accurately demonstrate icing
effects on flight dynamics to pilots and engineers.

Summary

As part of the 2009 to 2010 LOC Study effort, aircraft icing was identified as a significant LOC
trigger that has been associated with a large percentage of LOC accidents in Part 121, 135, and
91 operations. The environmental hazard of Icing actually consists of several causal factors. These
include:

—

Inflight ice accretion induced loss of performance that leads to stall and LOC

2. Ground ice contamination that prevents aircraft from reaching sufficient flight speed

3. Ice accretions that cause flight control difficulties due to degraded aerodynamics over control
surfaces

4. Engine ingestion of shed ice, ingestion of high levels of ice crystals, or carburetor icing that
causes airspeed loss or asymmetric thrust

5. Inflight or ground ice contamination blockage of airdata system pressure ports

Aircraft icing LOC hazards can be mitigated through avoidance, detection, or recovery. The
mitigations can be broken down into the following categories:

1. Avoidance of icing conditions with the use of improved weather information

2. Avoidance of icing conditions with enhanced training

3. Avoidance of icing induced performance and controllability degradations by making aircraft
more icing tolerant

4. Detection of ice build-up with sensor systems

Detection of abnormal flight conditions

6. Recovery from icing induced upsets

b
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NASA currently has a significant research effort that supports the development of these LOC
mitigations. They include:

Icing Avoidance Research Elements

1. Improving icing weather information
a. Weather product development
b. Remote sensor system development

2. Improving training products and methods

3. Making aircraft more icing tolerant
a. Ice accretion simulation tool development
b. Iced aircraft performance tool development
c. Control system design tool development
d. Validation database development

Icing Detection Research Elements
1. Development of icing condition measurement technology
2. Development of ice accretion detection technology
3. Development of air data blockage detection technology

Icing Recovery Research Elements
1. Development of automated icing induced LOC recovery technologies
2. Development of crewed icing induced LOC recovery technologies
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